
■  Full High Defi nition ASV LCD.

■  Supports wide range of PC resolution.
Full HD (1,920 x 1,080 / 16:9), SXGA+ (1,400 x 1,050 / 4:3)
DTV/HDTV (480i/p, 576i/p, 720p, 1,035i, 1,080i/p).

■  Thin and Light weight cabinet for easy installation.

■  Suits for light duty commercial applications.

■  Network Connectivity:
LAN Connection, Monitor Control via Web Browser, 
Master-slave setting and Multi Screen Setup.

■  Classroom, offi ce use, videoconferencing and retail 
signage where needs higher commercial performance than 
consumer grade TVs at networked environments.

Full HD LCD Monitor for
Various Light Duty Applications

Application

Category

and etc..

Interactive board
Presentation
CAD/CAM
Tele meeting

Real estate
Reception
Show room
Medical
Education

Suitable for

Projectors & BeyondEFD-52/46

EFD-52/46 vs LCD TV vs Heavy Duty

EFD-52/46 LCD TV Heavy Duty
Weight Light Light Heavy

Tuner - ◎ -
PC Signal ◎ - ◎
Video Signal ◎ ○ ◎
Monitor Out ◎ - ○
HDMI ◎ ○ ○

Control
RS232C ○ - ◎
Network ◎ - ○

Multi Screen ◎ ○ ◎
Price Low Low High

◎ High performance　 ○ Normal　 -Not available
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Talk to your EIKI Dealer... the “pro” in projectors.

Eiki Industrial Co., Ltd.
4-12 Banzai-cho, Kita-Ku, Osaka, Japan
Tel: (6) 6311-9479・Fax: (6) 6311-8486

EIKI World Web Site: http://www.eiki.com

Specifi cations subject to change without notice.
2009 EIKI Industrial Co., Ltd. Printed in Japan.

■ Specifications

Regarding EFD-52/46, please do not use them with upward direction.

It will damage diffuser plate and white spot will appear on the screen.  Once this phenomenon is 

occurred, white spot will never disappear.

Therefore, even if EFD-52/46 are used in a short time (i.e, aging test or evaluation), please use 

them with set-up stand and never use them horizontally.

Full HD LCD Monitor for Various Light Duty ApplicationsEFD-52/46

Projectors & Beyond

Model EFD-52 EFD-46
Screen size 52 inch 46 inch
LCD Panel ASV low-reflection black TFT LCD
Number of Pixels (H x V) 2,073,600 pixels (1,920 x 1,080)
Pixel pitch 0.600 mm (H) x 0.600 mm (V) 0.530 mm (H) x 0.530 mm (V)
Brightness 450 cd/m2 400 cd/m2

Maximum colors 16.77 million colors (8 bit/color)
Contrast Ratio 2,000 : 1
Video system NTSC 3.58, NTSC4.43, PAL, PAL60, SECAM
DTV 480i/p, 576i/p, 720p, 720p-50, 1,035i, 1,080i/p, 1,080i-50/p-50
PC Format VGA, SVGA, XGA, SXGA, SXGA+, FHD (Digital only)
Backlight Life (Approx.) 60,000 Hours (at Backlight Standard position)
Viewing Angle Horizontal 176°/ Vertical 176° (contrast ratio ≧ 10)
Audio amplifier 15 W + 15 W (4 Ω)

Terminals

Rear

Computer input 1: Dsub15 (analog RGB)
Audio input: Mini jack (stereo) 

Computer input 2: 5BNC (Component) 
Audio input: Mini jack (stereo) 

Monitor output: Dsub15 (analog RGB/Component)
Audio output: Mini jack (stereo) 

Speaker output: LR push terminal type
LAN: RJ-45

RS-232C: Dsub9
DVI-D: Dsub24 (Compatible with HDCP)

Audio input: Mini jack (stereo)
HDMI input: Dsub19 (Compatible with HDCP)

Side
S-Video input: Mini DIN 4-pin

Video input: RCA
Audio input: RCA

Power Source AC100 - 240 V, 50 / 60 Hz 
Operating Temperature 0 ℃ - 40 ℃
Power Consumption 312 W / 0.5 W (Standby Mode3) 278 W / 0.5 W (Standby Mode3)
Dimensions* (W x H x D) 1,243 x 728 x 101 mm 1,109 x 650 x 106 mm
Weight* 28.0 kg 22.0 kg
Packaged Dimensions (W x H x D) 1,376 x 871 x 291 mm 1,226 x 789 x 291 mm
Packaged Weight 38.0 kg 30.0 kg
Regulations UL (c/us), FCC, CE

Standard Accessories
Owner’s manual, CD-ROM, Power cord (1.8 m), LAN cable, Setup stand, 
Remote control (with AA batteries x2), Cable clamp, Power cord clamp

Options Speaker unit, Wall-mount bracket

*Without Setup Stand

Note

Router

Auto mailing information of 
maintenance or failure Maintenance 

workforce

Mobile

Mail application

Internet

Wide range of display variations including
Multi Screen and Split-screen viewing (P&P)

Monitoring and control function by RS232C and LAN 
(HTTP server equipped)

Power On / Off on a specifi ed day

2 x 2

Video PC

Multi screen: 
H2 x V1 - H4 x V4
Easy set up from OSD

Suitable to control system which contain LCD monitor and projector

[LAN Connection]

Executes the Schedule 
>  On the specifi ed day of the week every 

week (Weekly)
> Every day regardless of the week (Daily)
> Once on the specifi ed day (Once)

LED indicator: 
Selectable On or Off

Split-screen: 
Video & PC

Side view Rear view

Rear view

W x H x D
EFD-52

1,243 x 728 x 101 mm
EFD-46

1,109 x 650 x 106 mm

4 x 4
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W

H

D

FED_52_46_EA01.indd   2 09.6.5   3:32:27 PM


